
MAR DE PULPÍ 9ª FASE
Costa de Almería / Pulpí (Almería)    

QUALITY REPORT

GROUNDING WORKS

The foundation of the buildings with parking basement will be carried out by means of tied footings and collaborating slab 

in reinforced concrete. The foundation of the buildings without basement will be carried out by means of footings and tie 

beams with a ventilated crawl space to insulate the dwellings from the ground (Blocks 7A and 7b). The foundation and 

structure will be guaranteed by an independent approved technical control body (OCT), and will comply with the 

specifications of the geotechnical study and current structural regulations.

STRUCTURE

The structure of the blocks in this residential development is planned to be executed by means of metal and concrete 

columns, waffle slab on floor levels, porches and terraces, and solid slabs on stairs, all complying with current regulations.

The execution of an earthing network is planned.

When not located above the garage, the floors have a crawl space for optimal insulation from the ground.

ROOFING

The roof is flat and walkable in the solariums, with slope formation, waterproofing with asphalt sheet, thermal insulation 

and finish with stoneware flooring suitable for outdoors.

Non-walkable roofs have been planned for the location of outdoor air conditioning units and photovoltaic panels, with slope 

formation, waterproofing with asphalt sheet, thermal insulation and gravel finish.

FAÇADE

In the design of this development we want to maintain the appearance of an Andalusian coastal town initiated in the first 

phase which has become a benchmark for its integration with the landscape and architecture of the area.

The complex combines white-coloured façade walls with rustic finish, with planters and terraces with imitation wood 

railings, as well as pergolas in pedestrian walkways and terraces.

The façade is made through double wall. Separated by cavity with thermal insulation. The exterior face will be rendered 

with white cement mortar on which paint suitable for outdoors will be applied. Projecting elements, such as terraces, 

planters, etc. will also be rendered and painted.

Some terraces have planters with the same façade finishes. They will be delivered fully planted and with communal 

irrigation network.

BRICKWORK AND INSULATION

The separation between dwellings consists of plasterboard on galvanised steel profiles with acoustic insulation of rock 

wool and intermediate separation by means of metal sheet.

The interior partitioning of each dwelling is executed by means of plasterboard on galvanised steel profiles, also with 

 



acoustic insulation of rock wool.

The floors between dwellings have acoustic insulation for impact noise. In addition, the ground floor has thermal and 

acoustic insulation according to CTE requirements (technical code).

INTERIOR WALL PAINTWORK

The walls are finished with smooth plastic paint in two coats on plasterboard (* possibility of colour choice at no cost 

according to customisation catalogue).

The entire interior of the dwelling has a false ceiling made of plasterboard on galvanised steel profiles. The bathroom 

(main or secondary depending on the typology) has an access false ceiling for the installation and maintenance of the air 

conditioning unit (optional).

The ceilings are finished with smooth white plastic paint in two coats.

EXTERIOR FLOOR AND WALL TILING

Terraces finished in rustic stoneware suitable for outdoors, material with great strength and excellent outdoor behaviour 

over time.

INTERIOR FLOOR AND WALL TILING

Stoneware flooring throughout the dwelling. High quality stoneware tiling in kitchens. In bathrooms, shower area, toilet wall 

and washbasin wall, floor-to-ceiling tiling is provided, (*customisation options). The rest of the walls will be painted the 

same as the rest of the dwelling.

High quality stoneware cladding on the exposed kitchen front (*customisation options).

EXTERIOR CARPENTRY AND GLAZING

Exterior carpentry throughout the dwelling in PVC with brown colour finish with wood imitation finish, double glazing with 

air chamber. Aluminium shutters with the same finish as the windows.

Reinforced entrance door to the dwelling, with exterior finish similar to PVC carpentry, interior finish same as passage 

doors, with peephole and security lock. Exit door to gallery with white lacquered aluminium profile and double glazing.

Terrace parapets with finish in the same material as the façade, with prefabricated concrete railings imitating wood in 

dwellings.

INTERIOR FITTINGS AND GLAZING

Smooth passage doors finished in melamine with three finishes to choose from (*possibility of choice at no cost in 

customisation catalogue). Fitted wardrobes with sliding and/or hinged doors with the same finish as passage doors and 

lined internally with textile melamine; they have a top shelf, rail and shelves. On one of the sides the shelf will be low to 

allow the placement of long garments. The doors of interior storage rooms that some dwellings have will have security 

locks.

PLUMBING

 



Production of domestic hot water (DHW) by means of compact aerothermal equipment with accumulation located in 

galleries, which provides energy savings compared to a traditional electric water heater, with gas heater support.

Interior installation in dwelling with plastic pipe of approved material, suspended from ceiling.

Bathrooms with:

• Resin shower trays, with integrated screen.

• High quality sanitary fixtures.

• Built-in cistern in all bathrooms.

• Depending on the dwelling typology, washbasin unit with mirror and halogens in bathroom 1 and washbasin with semi-

pedestal in bathroom 2 also with mirror and halogens in the false ceiling.

Ventilation throughout the dwelling, including kitchen and bathrooms by means of forced extraction ducts according to the 

Technical Building Code.

Tap in Ground Floor gardens and 2nd Floor solariums.

ELECTRICITY

The dwelling has a high-grade electrical installation 9.2 Kw (the contracted power will be 6.9 Kw, with the possibility of 

increasing it at the customer's request). Interior installation with leading brand mechanisms. Television points in living 

room, all bedrooms, porch, terrace and solarium. RJ45 data points in living room and all bedrooms. The interior 

development has distribution infrastructure for access to broadband telecommunications services via fibre optics.

IRONWORKS

All windows and French doors have aluminium shutters lacquered in brown imitating wood.

Ground floor dwellings have crossbow-type security closures on French doors and security bars on all windows, both metal 

and lacquered in brown.

Staircase railing to solarium with white powder-coated metal handrail.

The gardens of ground floor dwellings have a metal entrance gate, powder-coated, finished the same as the rest of the 

development enclosures.

KITCHEN

Fully furnished with low and high cabinets, drawers with self-closing mechanisms, an extractor hood, a quartz worktop 

(Silestone brand or similar), a single-basin stainless steel sink with a grooved draining board integrated into the worktop, 

and installation for a dishwasher. Some 2-bedroom homes and the 3-bedroom ones feature a breakfast bar extending into 

the living room with halogen lighting in the ceiling.

*Option to choose the finish of kitchen furniture, worktop, and kitchen front cladding at no extra cost according to the 

customisation catalogue.

GALLERIES

The enclosure of the galleries will be based on prefabricated concrete lattices, painted white. They have a light point, 

natural gas heater, compact aerothermal accumulator of 150lts in one and two bedroom dwellings and 190lts in three 

bedroom dwellings, installation for integrated washer and dryer (washer-dryer), interior walls finished in white cement 

rendering. Rustic non-slip stoneware floor and drain.

AIR CONDITIONING SYSTEM

 



Pre-installation of air conditioning (heating-cooling) in living room and bedrooms, by means of ducts. Electrical socket for 

towel rails in bathrooms.

The outdoor unit or heat pump is located on the roof intended for installations and the indoor unit is located in the false 

ceiling of the main or secondary bathroom depending on the dwelling typology. The thermostat is located in the living room.

TELECOMMUNICATIONS

Installation of television signal reception equipment completely free of charge in the following languages: Spanish, 

Russian, French, English and German with HD digital satellite receiver in each dwelling. The installation includes the 

possibility of tuning into a platform of channels in Scandinavian and English languages through subscription. It will also be 

possible to tune into Belgian channels (in Flemish) with own decoder of origin.

WIFI

Installation of wifi-router with possibility of contracting with local operator.

Community Wifi network service in pool beach areas.

PRIVATE GARDENS

All gardens have an entrance gate from the interior of the common areas of the development, as well as automatic drip 

irrigation with programmer connected to an independent network.

They are formed by topsoil, anti-root mesh and final layer in gravel for a good aesthetic finish and great ease of 

maintenance, gardening with various plants and enclosure with hedge and Fax-type mesh.

Depending on the location of the dwelling there are different possibilities.

• Partially paved garden, rest finished in gravel and hedge.

• Garden with gravel and hedge.

The porch has rustic non-slip paving.

BASEMENT

It has 2 access ramps with automatic opening door by remote control, as well as convenient pedestrian access via stairs 

and lift from the different dwelling floors in all blocks that have a basement.

It has parking spaces with or without attached storage rooms and separate storage rooms.

The garage enclosure is made by means of reinforced concrete wall, waterproofed and with power-trowelled paving.

The storage rooms have a 90 cm wide door, lock and natural ventilation system by means of grille.

It has all the fire prevention measures required by current regulations.

PARKING

The complex has parking areas, storage rooms and installation rooms on basement floors.

All dwellings have a parking space located in the basement floor under blocks 1,2,3,4,5,6,8,9 and 10.

All parking spaces have pre-installation for electric car.

SOLARIUM

Depending on the dwelling typology, they will have a solarium with direct access from the dwelling through a private 

 



staircase. The roof of this staircase is made by means of a motorised folding roof system, fully automated and acoustically 

insulated, this system provides ventilation to the dwelling.

Each solarium will have a shower, tap, light point and television point. The placement of a barbecue will be allowed 

provided it does not exceed the height of the perimeter wall of the solarium, (the location of the barbecue on the plan is 

indicative and without contractual nature).

URBANISATION

The development consists of 10 blocks configured in such a way that large interior spaces are generated in the form of 

squares equipped with swimming pools, pedestrian squares, children's play áreas and landscaped areas.

The different areas of the development are interconnected by a network of pedestrian paths. To overcome the slope of the 

plot, the paths have gentle slopes in order to eliminate architectural barriers, always surrounded by vegetation.

It will be landscaped with a wide variety of plants including aromatic plants, flowering ground cover plants, palm trees and 

other types of plants characteristic of the Mediterranean climate. All gardens have an automated irrigation network, LED 

lighting and street furniture.

The complex will have a main pedestrian entrance located on Calle Londres next to which the mailboxes will be located. In 

addition, it will have 6 more pedestrian accesses, two of them leading to a public green area located on the southeast 

boundary of the plot. Vehicle access to underground parking will be via two entry and exit ramps.

The development will be enclosed on its perimeter with masonry wall and metal mesh.

It will have a signage system indicating the location of the different amenities, as well as the identification of blocks.

Most blocks have 1 or 2 lifts, with capacity for six people, complying with current regulations on accessibility, located in 

common areas.

PHASE 1:

• Main access, with mailboxes, benches for rest, street furniture and LED-type lighting.

• Central pool area, completely enclosed with metal fencing and featuring three pedestrian access points from the common 

areas of the development. In addition, it will have:

o Adult pool, approximately 250 m2, lined with mosaic tiles and interior lighting. It will have a masonry access staircase 

and metal stairs. It will have a chair/lifting platform for pool access for people with reduced mobility.

o Children's pool, approximately 20 m2, lined with mosaic tiles and fenced around its perimeter.

o 2 heated Jacuzzis with capacity for 6 people with interior lighting, lined with mosaic tiles, stainless steel handrails, with 

both water and air jets.

o Pool deck of approximately 930 m2, with natural grass lawn and landscaping.

o Showers and heather parasols.

o Toilets, differentiated for both sexes and adapted for people with reduced mobility, located in the pool enclosure

• Children's play area, will have a small children's play area with seesaws on rubber flooring to cushion possible falls of 

children. It will have benches, landscaped areas and LED lighting.

All interconnected with each other by pedestrian paths.

PHASE 2:

 



• Central pool area, completely enclosed with metal fencing and featuring three pedestrian access points from the common 

areas of the development. In addition, it will have:

o Adult swimming pool, approximately 160 m2, lined with mosaic tiles and interior lighting. It will have a built-in access 

staircase and metal ladders. It will feature a chair/lifting platform for pool access for people with reduced mobility.

o Children's pool, approximately 20 m2, lined with mosaic tiles and fenced around its perimeter.

o 2 heated Jacuzzis with capacity for 6 people with interior lighting, lined with mosaic tiles, stainless steel handrails, with 

both water and air jets.

o Pool deck of approximately 1,000 m2, with natural grass lawn and landscaping.

o Showers and heather parasols.

o Toilets, differentiated for both sexes and adapted for people with reduced mobility, located in the pool enclosure

• Children's play area, will have a small children's play area with seesaws on rubber flooring to cushion possible falls of 

children. It will have benches, landscaped areas and LED lighting.

All interconnected with each other by pedestrian paths.

PHASE 3:

• Central plaza, surrounded by landscaping, LED lighting and urban furniture, will have benches for rest and a small 

decorative lake. It will also have:

o Children's play area, will have different apparatus and children's games such as: slide, swing and seesaw, on rubber 

flooring to cushion possible falls of children.

All interconnected with each other by pedestrian paths.

PHASE 4:

• Central plaza, surrounded by landscaping, LED lighting and urban furniture, will have benches for rest and a small 

decorative lake.

All interconnected with each other by pedestrian paths.

PROPERTY CUSTOMISATION

*The following finishes may be chosen at no cost in accordance with the Customization Catalogue, within the indicated 

dates:

BLOCK 1

• Flooring and Tiling: 17/06/25

• Wooden carpentry: 07/08/25

• Kitchen units: 30/09/25

• Worktops: 01/12/25

• Painting: 01/11/25

BLOCK 4A

• Flooring and Tiling: 26/01/26

 



• Wooden carpentry: 18/03/26

• Kitchen units: 28/04/26

• Worktops: 01/07/26

• Painting: 01/06/26

BLOCK 2A

• Flooring and Tiling: 18/09/25

• Wooden carpentry: 10/10/25

• Kitchen units: 28/01/26

• Worktops: 13/03/26

• Painting: 01/03/26

BLOCK 2B

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 5A

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 3

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 4B

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 6

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 9

• Flooring and Tiling:

 



• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

• 

BLOCK 7A

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 7B

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 10A

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 10B

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 8

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 5B

• Flooring and Tiling:

• Wooden carpentry:

• Kitchen units:

• Worktops:

• Painting:

BLOCK 5C

• Flooring and Tiling:

• Wooden carpentry:

 



• Kitchen units:

• Worktops:

• Painting:

**All dwellings have Ten-Year Structural Damage Guarantee Insurance for the fundamental works in compliance with Law 

38/99 of 5 November on Building Regulations (LOE). At the discretion of the technical team, the aforementioned materials 

may be replaced by others of similar or superior quality.

BUILDING SPECIFICATIONS WITH DATE:

05/12/2025

NOTA INFORMATIVA

The translation of this document is a courtesy translation. The wording is merely informative, lacking legal effects and 

therefore, in case of contradiction or interpretative doubt, the Spanish wording shall prevail.

PROTECCIÓN CONTRA INCENDIOS

Both the residential blocks and the parking and storage basements comply with the applicable regulations regarding fire 

protection (DB-SI – CTE).

 



Solicita información en la oficina de venta TM más cercana a tu domicilio o ponte en contacto con nosotros en el teléfono 902 15 15 12 o en 

la dirección de email comercial@tmgrupoinmobiliario.com

TM GRUPO INMOBILIARIO

 


